AMENDMENT NO. 3 DECEMBER 2020 
TO 


IS 1592 : 2003 ASBESTOS CEMENT PRESSURE PIPES 
AND JOINTS — SPECIFICATION 


( Fourth Revision ) 


(Page 5, clauses 3.6.2 and 3.6.2.1) — Substitute the following for the 
existing: 


‘3.6.2 The product(s) conforming to the requirement of this standard may be 
certified as per the conformity assessment schemes under the provisions of the 
Bureau of Indian Standards Act, 2016 and the Rules and Regulations framed 
thereunder, and the products(s) may be marked with the Standard Mark.’ 


(Page 6, clause 4.3) — Substitute the following for the existing: 


‘4.3 Marking 


4.3.1 Each joint coupling shall be legibly and indelibly marked with the following 
information: 


a) Indication of the source of manufacture, 

b) Batch number, 

c) Nominal diameter, 

d) Class of coupling, and 

e) Pictorial warning sign as given in IS 12081 (Part 2). 
4.3.2 The product(s) conforming to the requirement of this standard may be 
certified as per the conformity assessment schemes under the provisions of the 


Bureau of Indian Standards Act, 2016 and the Rules and Regulations framed 
thereunder, and the products(s) may be marked with the Standard Mark.’ 


(CED 53) 
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